PHOTOGRAPHY.
the tube will determine the size of the earner; avoid turning the camera or plate holder, the b square, and the inside dimensions of the plate such as to permit of placing the plate either hori vertically, according to the subject to be plu The plate holder is sJ inches square inside, and ; with a wooden back of sufficient thickness to s hooks employed for holding the plate. 'Flier V-shaped wire hooks, a, at the bottom of the 1 for receiving the end edge of the plate, and t apart, and arranged higher up, for receiving the of the plate; and near the top of the holder ther Z-shaped hooks, a, one in the center for engagi edge of the plate, and one near each side of the receiving the side edge of the plate. The top o is slotted, and the sides and bottom are grooved the slide, which covers the plate before and aftt. To the under surface of the upper part of the ft plate holder is attached a looped strip of elastic I such as broadcloth or beaver, which closes over the plate holder, as shown at 10, Plate V., whan withdrawn, and thus shuts out the light. The the plate holder, as well as the slide, should be black, by applying a varnish made by adding th drops of shellac varnish to one ounce of alcohol, in lampblack until the required blackness is seen The main frame of the camera box is made is secured at right angles to the base board. T provided with a narrow bead or ledge that wi front of the plate holder and exclude the light.on of tht be brought out, care being taken not to touch t
